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300 mm end
section
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Protective apron

1200 _mm_minimum
1800 mm (min.) on
grades 107 or steeper

Protective apron
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NOTE:

I DImenslons not labeled are millimeters.

2. Fabricate slotted drain pipe, down drain pipe
culvert, elbows, end sectlon, and coupling
bands from sheets .62 mm thickness.

3. Grate slot assembly and plate end plug

conform to AASHTO M 183.

4. Galvanlze grate slot assembly, plate end
plug, andMa// haraware according to

AASHTO M il

5,

Approved alternate plpe anchor assemblles
may be used.

6. Place Class 2 riprap conforming to Section
251 for protective apron.

7. Place plpe anchor assemblles approximately
6 meter Intervals along down draln pipe culvert.

&

For Installations at sag vertical curves, use
a tee connection Instead of an elbow and
a minimum of two 6 meter slotted drain
plpe sectlons,

9. Make all band connections watertight by
placing gaskets or O-rings under the bands
before tightening.

10. Use elther the grate slot or the angle slot

slotted drain assembly.

. Provide hardware In the metric sizes shown.
Equivalent Imperial sizes may be used when
metric sizes are not avallable.
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cable clamp gz’rnf orcement
6.4 mm steel
wire rope o) 2

e mm
@» (min.) Inside

Round or TN 7
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